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5-Year, On-site, NBD

RAID Options: 0, 1, 5

SSD & 24/7 Duty Cycle SATA Drives
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MX3VSDT

MX3VSDT

3 Class Desktop Series

The Mirasys 3 Class Viewstation is an ATX Tower system designed 
to be a powerful intermediate platform for monitoring, playing 
back, exporting, and archiving HD digital video. Supporting up 
to eight displays and featuring an Core i9-10900X Processor 
or a Core i9-10980XE and up to 16 GB RAM, this Viewstation 
complements digital video viewing and playback. The 3 Class 
Viewstation is available with 2, 4 or 8 monitor video ports.

• Up to 80TB of Raw Storage
• Intel® Core™ i9-10900 10th Generation Processor
• Upgrades to Core i9-10980XE

• Operating System: Windows 10 Pro
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CERTIFIED | PURPOSE BUILT | GUARANTEED

SYSTEM

MECHANICAL

Processor(s)
Processor Passmark

Maximim Storage
Operating System

OS Drives

Memory

RAID
RAID Controller

Networking
Expansion Slots

Front I/O
Back I/O

Remote Management
Manufacturer

Warranty

Form Factor
Rack Support

Hard Drive Bays
Hard Drives Supported

Power Supply(s)
Operating Temperature

Operating Humidity
Dimensions (WxDxH)
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MX3VSDT

Core i9-10900X / Core i9-10980XE
10587 / 34,251
48TB
Windows 10
1x 256GB 2.5” SATA SSD

16GB (2x 8GB) UDIMM Non-ECC

JBOD by Default
Supports Intel RSTe and MegaRAID add-in-cards
1x 1GbE RJ45 Intel i219
1x OR 2x P1000/P2200 in PCIe x16 Slot, 1x 1GbE RJ45 AIC in PCIe x1 slot
2x USB 3.1 Type-C, 2x USB 3.1, 1x Headphone

6x USB 3.1, 2x PS2, 1x Line-in, 1x Line-out
N/A
Dell
5-Year, On-site, NBD

Dell Precision 5820 Tower
N/A
5x 3.5”
Up to 5x 3.5” SATA HDD, 1TB, 2TB, 4TB, 8TB, 12TB, 16TB
950W
5°C - 35°C
8 - 85%
6.95” x 20.40” x 16.45”
50lbs
IEC 60950-1, European Norm EN 60950-1, CISPR 22/CISPR 24, EN55022/55024


